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1999 yilinda kramer kapi Uretimine baslayan firmamiz 2010 yilina kadar faaliyetlerini oto
asansér olarak devam etmistir. 2010 yilina kadar sektére 35.000 kapi uretip 2010 yilindan
itibaren faaliyetlerini ONURAS ASANSOR LIMITED SIRKETI olarak sirdirmastur.

Onuras Asansor Limited Sirketi 2010 yilinda kapi imalatina basladiktan sonra alaninda
hizla yukselerek sektérin lider firmalarindan biri haline gelmistir. Sektoérinde yurtici ve
yurtdisi pazarinda gucli oyuncularindan birisi olan Onuras Asansér Limited Sirketi tum
musterilerine glleryuz samimiyet ve memnuniyet prensibini ilke edinmistir.

2016 yilinda OUATTRODOOR markasi olarak otomatik kat ve kabin kapilari AR-GE
cahsmalarini tamamlayip 2017 yili basinda tamamen seri Uretime gecip yurtici ve
yurtdisinda aranan marka haline gelmistir.

Once kalite ve hizmet anlayisi ile yola ¢cikan Onuras Asansér Limited Sirketi calisanlari ve
profesyonel ekipleriyle musterilerine zamaninda en iyi hizmeti vermenin hakl gururunu
yasamaktadir. Firmamiz Grin kalitesini daha Ust seviyeye cikarmak icin ar-ge calismalarina
onem vermektedir.

HAKKIMIZDA

Our compony which started kramer door production in 1999 continued it’s activities
until 2010 as oto elevator 35,000 door have been produced in sector sice 2010 and
we have continved our activities as ONURAS ASANSOR LIMITED COMPANY.

Onuras asansor limited company has risen ropidly in its field after starting door
manufacturing in 2010 and has become one of the leading companies in the sector
ONURAS ASANSOR LIMITED SIRKETI wichh is one of the strongest players in the
domestic and internacional market in the industry has adopted the principle of sincerity
and satisfaction in all its customeis.

As QUATRODOOR brand,automatic floor and cabin door AR-GE cabindooor studies
were completied in 2016 and became the brand sought at domestic and international
industry.

Onuras Asansér Limited Sirketi is hoving the rightful pride of providing the best seruice
to its customers on the time withits employees and Professional teams who set out with
Inderstanding of quality and service first our compony attaches importance to AR-GE
studies to increase productionquality.

ABOUT US




KAT KAPISI TELESKOPIK
TELESCOPIC DOOR

Ozellikler

1.2mm galveniz Uzeri 0,60mm paslanmaz
sac giydirme

Aski saclari kaynak yapimi sayesinde uzun
Oomur ve panel sarkmasini énleme

Tabanlardaki delikler sayesinde
otomatik teraziye alma

Kullanilan izolasyon malzemesi sayesinde
minimum sessizlik

Kolay kurulum ve uzun dmurlt dayaniklilik

Features

1,20mm galvanized on 0,60mm stainless
sheet

Hanger sheet plates are welded for a long
durability and prevent panel sagging

Automatic leveling through holes
in the bases

Minimum silence through the insulation
materials used.

Easy 1astallation and long-lasting durability

SECENEKLER SATINE AYNA NOKTA



KAT KAPISI TELESKOPIK TEKNIK CizZiMi
FLOOR DOOR TELESCOPIC TECHNICAL DRAWING
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2 PANEL TELESKOPIK KAT KAPISI
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KAT KASASI TELESKOPIK
TELESCOPIC FLOOR SAFE 4

Ozellikler

® 1.2mm galveniz Uzeri 0,60mm paslanmaz
sac giydirme

® Yan direklerin 8 cm olmasi sebebiyle
ergonomik tasarim

® Ara bdlmelerde icten ice atki sistemi
atilmasi sayesinde esnemeyi 6nleme

® Ayarl slotlar

® Tek kisi montaj kolayhgi

Features

® 1,20 mm galvanized on 0,60mm stainless
sheet

® Ergonomic desing due to 8 cm side piller

® Preventing yawning through the inner weft
system in the middle partitions

® Adjastible slots

® Ease of assembly for one person

SECENEKLER SATINE AYNA NOKTA



KAT MEKANIZMA TELESKOPIK

>

TELESCOPIC FLOOR MECHANISM

Ozellikler Features

® Ce belgeli kilit sistemi ® CE certified lock system

® Uc eksende panel ayari ® Panel adjustment in three axes

® Kilit pozisyon ayari ® | ock position adjustment

® Yay sertlik ayari ® Spring hardness adjustment

® Mekanizma pozisyon ayari ® Mechanism position adjustment

® Pratik montaj kolayligi ® Practical ease of assembly

® Govdede kullanilan galvaniz sac levha ® Galvenized sheet plate used in the
bukumlerle glclendirilerek, mukavvetli body is strenghtened with twists and
hale getirilir. Panel tutucu arabalarin (3mm) molde durable, panel holders provide
galvaniz sac levhadan uzun yillarda long-term durability from galvanized
dayaniklilik saglar sheet plate

e Kataferez kaplamali ray sayesinde ® Minimum sitence through the cataphoresis
minimum sessizlik coated rail

® Tekerlerde kimyasal malzeme sonucu ® Minimum silence as a result of dnemical

minimum sessizlik material on wheels



KAT PANEL TELESKOPIK
TELESCOPIC FLOOR SAFE 4

Ozellikler

® 1.2mm galveniz Uzeri 0,60mm paslanmaz
sac giydirme

® Kaynakli basliklar sayesinde uzun édmur

® Kullanilan bant ve silikon sayesinde sarkma
probleminin dndne gecilmesi

® Kolay montaj

Features

® 1,20 mm galvanized on 0,60mm stainless
sheet

® |ong durability through welded heads

® Preventing sogging problem through
the tape and silicon used

® [Easy montage

SECENEKLER SATINE AYNA NOKTA



Quattrodoor

KABIN MEKANIZMA TELESKOPIK
TELESCOPIC CABIN MCHANISM

Ozellikler

Ozel giris cikis kontaklari ile kolay kurulum
Personel emniyet koruma fonksiyonlari

Yumusak kapl acma / kapama
egrileri

Kapi sikisma engeli algilama
fonksiyonu

Fotosel girisi ile otomatik geri acilma
Kolay menu 7 dil secenedi

Kapi genisligi algilama fonksiyonu
Kolay parametre ayarlama

220V’de faz besleme

Kapli genisligi auto-tuning fonksiyonu

Otomatik pozisyonlamayi eneriji
verildiginde baslatabilme

>

Features

Easy installatron with special input-
output contacts

Personel safety protection functions
Soft opening and clasing curves
Door jamming detection function

Automatic back opening with photocell
input

Easy menu 7 language options
Easy parameter settings

Phase supply at 220 V
220V’de faz besleme

Door width auto tuning function

Storting automatic positioning
when ebergized



T KAPISI MERKEZI
DING DOOR CENTER

<

Ozellikler

® 1.2mm galveniz Uzeri 0,60 mm paslanmaz
sac giydirme

® Aski saclari kaynak yapimi sayesinde uzun
omur ve panel sarkmasini énleme

® Tabanlardaki delikler sayesinde
otomatik teraziye alma

e Kullanilan izolasyon malzemesi sayesinde
minimum sessizlik

e Kolay kurulum ve uzun édmurlu dayaniklilik

Features

® 1,20 mm galvanized on 0,60mm stainless
sheet

® Hanger sheet plates are welded for a long
durability and prevent sagging

® Automatic levelling through holes
in the bases

e Minimum silence through the insulation
material used

@ Easy installation and long-lasting durability

SECENEKLER SATINE AYNA NOKTA



KAT KAPISI MERKEZi TEKNIK CiziMi
FLOOR DOOR CENTER TECHNICAL DRAWING
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KAT KASASI MERKEZI
> FLOOR SAFE CENTER

Ozellikler

1.2mm galveniz Uzeri 0,60 mm paslanmaz
sac giydirme

Yan direklerin 8 cm olmasi sebebiyle
ergonomik tasarim

Ara bolmelerde icten ice atki sistemi
atilmasi sayesinde esnemeyi édnleme

Avyarli slotlar

Tek kisi montaj kolayhgi

Ozellikler

1,20mm galvanized on 0,60mm stainless
sheet

Ergonomic desing due to 8 cm side piller

Preventing yawning through the inner weft
system in the middle partitions

Adjastible slots

Ease of assembly for one person

SECENEKLER SATINE AYNA NOKTA



KAT MEKANIZMA MERKEZI

FLOOR MECHANISM CENTER

Ozellikler

Ce belgeli kilit sistemi

Uc eksende panel ayari

Kilit pozisyon ayari

Yay sertlik ayari

Mekanizma pozisyon ayari

Pratik montaj kolayhgi

Gbévdede kullanilan galvaniz sac levha
bukumlerle glclendirilerek, mukavvetli hale
getirilir. Panel tutucu arabalarin (3mm)
galvaniz sac levhadan uzun yillarda

dayaniklilik saglar

Kataferez kaplamali ray sayesinde
minimum sessizlik

Tekerlerde kimyasal malzeme sonucu
minimum sessizlik

Features

CE certified lock system

Panel adjustment in three axes

Lock position adjustment

Spring hardness adjustment

Mechanism position adjustment

Practical ease of assembly
Galvenizedsheet plate used in the body is
strenghtened with twists and molde
durable, panel holders provide

long-term durability from galvanized

sheet plate

Minimum sitence through the cataphoresis
coated rail

Minimum silence as a result of dnemical
material on wheels



KAT PANEL MERKEZI
FLOOR MECHANISM CENTER

Ozellikler

1.2mm galveniz Uzeri 0,60mm paslanmaz
sac giydirme

Kaynakl basliklar sayesinde uzun é&mur

Kullanilan bant ve silikon sayesinde sarkma
probleminin 6nUdne geclimesi

Kolay montaj

Features

1,20mm galvanized on 0,60mm stainless sheet
Long durability through welded heads

Preventing sogging problem through the tape
and silicon used

Easy montage

SECENEKLER SATINE AYNA NOKTA



KABIN MEKANIZMA MERKEZI
KABIN MECHANIZM CENTER

Ozellikler

Ozel giris cikis kontaklari ile kolay kurulum

Personel emniyet koruma fonksiyonlari

Yumusak kapi agcma / kapama egrileri

Asansor kapi sikisma engeli algilama
fonksiyonu

Fotosel girisi ile otomatik geri acilma
Kolay menu 7 dil secenedi

Kapli genisligi algima fonksiyonu
Kolay parametre ayarlama

220V’de faz besleme

Kapli genisligi auto-tuning fonksiyonu

Otomatik pozisyonlamayi eneriji
verildiginde baslatabilme

<

Features

Easy installatron with special input-
output contacts

Personel safety protection functions

Soft opening and clasing curves

Door jamming detection function

Automatic back opening with photocell input
Easy menu 7 language options

Easy parameter settings

Phase supply at 220 V

220V’de faz besleme

Door width auto tuning function

Storting automatic positioning when
ebergized



4 KONTROL KARTLARI

VVF KONTROL KARTI
VVF CONTROL CARD

Ozel giris cikis kontaklari ile kolay kurulum

.,

Sokulup takilabilir terminaller, dahili keypad
Personel emniyet koruma fonksiyonlari
Yumusak kapl agcma / kapama egrileri

Otomatik Demo modu

Asansor kapi sikisma engeli algilama fonksiyonu

-
-
-
-
-
=4
-
-
-
-
—
-
-

Fotosel girisi ile otomatik geri aciima
Kolay menu, 7 dil secenegdi

Kapl genisligi algilama fonksiyonu
Kolay parametre ayarlama

Easy set up with special input and output switches
Demountable terminals, with internat keypad
Protecting functions

Soft opening / closing curves

Automatic demo mode

The sense functions of sticking in the elevator door
Automatic re-opening with photocell entrance
Easy menu, with 7 different languages

The sense function of door width

Easy setting for parameters

OTOMATIK KAPI KONTROL KARTI
AUTOMATIC DOOR CONTROL CARD

Ozel giris cikis kontaklart ile kolay kurulum

Kapli genisligi algima fonksiyonu

Kolay parametre ayarlama

Asansor kapi sikisma engeli algilama fonksiyonu

21 kolay parametre ayari

Easy instalbtion with special input-output contacts
Door width detection function
Easy parameter adjustment

Elevator door jamming detection function.

21 easy parameter settings



OTOMAT.i.K KAPI KABIN MEKANiIZMA MOTORU
REDAKTORLU
AUTOMATIC DOOR CABIN MECHANISM MOTOR WITH REDACTOR

24 VV DC 60 WATT 44D/DK
DuUsUk hizda maksimum tork
Yuksek hizda maksimum konfor

24V DC 60 WATT 44D/DK
Maximum torque low speed
Maximum comford at high speed

OTOMATIK KAPI KABIN MEKANIZMA

MOTORU VVF Li

AUTOMATIC DOOR CABIN MECHANISM
MOTOR WITH VVF

Asenkron (IM) ve Senkron motor (PM) destekler
220V tek faz besleme

200W/400W model suruculer

DSG serisi DISLISIZ kapi motorlari
Harici encoder karti gerektirmez

ince ve kiicUk boyutlu dizayn

32mm montaj derinligi

Kapl genisligi auto-tuning fonksiyonu
Otomatik pozisyonlamayi enerji
verildiginde baslatabilir

CE, UL onayli

It supports asynchronous (IM) and

synchronous motor (PM)

220 V single phase supply

220 W / 400 W model drivers

DSG series door motors WITHOUT GEAR

No need extra encoder

Thin and small design, with 32mm depth

Auto-tuning function for door width

Automatic position can be started when the enerhy on
With CE UL certified



KRAMER MEKANIZMA
KRAMER MECHANISM




KRAMER KONTROL KARTI
KRAMER MECHANISM

24 Watt DC motor sirme &zelligi

Seyir mesafesini otomatik 6grenme modu
Ayarlanabilir sikisma torku

Kolay kullanim menusu

Hata kayit 6zelligi

Cok yuksek hizda konforlu durus 6zelligi
Acma kapama sayacl

Demo modunda calisma 6zelligi

Turkce - ingilizce menu

Acik ve kapall durumda iken tutma gucu

Kapall kontak - a¢ik kontak limit
kontak tipi segimi

Ayarlanabilir baski algilama suresi

KRAMER KAPI MOTORU
KRAMER MECHANISM

® 24V DC60 WATT 44D/DK
® Dusuk hizda maksimum tork

® YUksek hizda maksimum konfor

KRAMER KAPI MOTORU
KRAMER MECHANISM

® 24V DC 60 WATT 44D/DK
® Maximum torque low speed

® Maximum comford at high speed

KRAMER KONTROL KARTI
KRAMER MECHANISM

24 waat dc motor driving feature
Automatic distance learning mode
Adjustable tightening torque
Easyusage menu

Error recording feature

Comfortable stance at cery high speed
On-Off counter

Feature of warking in demo mode
Turkish-English menu

Holding force when open and
closed stance

Open/closed/limit ontact type selections

Adjustable print sensing time
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Wuattrocdoor

ONURAS ASANSOR ELEKTRIK-ELEKTRONIK ITHALAT iIHRACAT SAN. TiC. LTD. STi.
Muradiye Mah. Muradiye Org. San. Bolgesi Sanatkarlar Cad. D16 Blok Yunusemre / Manisa

Tel: 0236 214 05 88 Fax: 0236 214 05 89
www.onuras.com info@onurascom




